Hockey G7.0.0 500Ix 150820c

Hockey Field

Field dimensions: 91.4m x 55m
Mounting height: 15m

Number of poles: 8

Number of fixtures: 20

Lighting class: EN-12193 class |
Horizontal illuminance in use = 500 lux
Uniformity Ehmin/Ehgem = 0.7

AAA-LUX LED luminaire used: 16x WS2007, 4x WS2907

IES files vRC 7.0.0 - date: 15 Jun 2020

The nominal values shown in this report are the result of precision calculations, based upon precisely positioned
luminaires in a fixed relationship to each other and to the area under examination. In practice the values may

vary due to tolerances on luminaires, luminaire positioning, reflection properties and/or electrical supply.
Tolerated differences are defined in EN-12193 clause 5.4 with a maximum of 10%.

Date: 22.06.2020
Operator: MVD



Hockey G7.0.0 500Ix 150820c B

AAA-LUX Operator MVD
Eindhoven Telephone
The Netherlands Fax
www.aaa-lux-lighting.com e-Mail

Hockey G7.0.0 500Ix 150820c
Project Cover
Table of contents
AAA-LUX WS2907vRC 7.0.0
Luminaire Data Sheet
AAA-LUX WS2007vRC 7.0.0
Luminaire Data Sheet
Hockey
Sport Luminaires (Coordinates List)
Exterior Surfaces
Calculation Grid according EN12193
Value Chart (E, Horizontal)

AAA-LUX: SMART. FLEXIBLE. LED.

22.06.2020

Table of contents

Page 2



AAA-LUX®
Hockey G7.0.0 500Ix 150820c B WEETD

22.06.2020
AAA-LUX Operator MVD
Eindhoven Telephone
The Netherlands Fax
www.aaa-lux-lighting.com e-Mail

AAA-LUX WS2907vRC 7.0.0 / Luminaire Data Sheet

Luminous emittance 1:

See our luminaire catalog for an image of the 105° 105°
luminaire.
90° 90°
Ve
75° 75°
60° 400 60°
600
45° 45°
800
1000
30° 152 0° 15° 302
cd/kim n = 86%
C0-C180 —C90 - C270
Luminaire classification according to CIE: 99 Due to missing symmetry properties, no UGR table
CIE flux code: 72 91 98 99 86 can be displayed for this luminaire.
F
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AAA-LUX WS2007vRC 7.0.0 / Luminaire Data Sheet

Luminous emittance 1:

See our luminaire catalog for an image of the 105 105°
luminaire.
90° 90°
75% 75°
60° 60°
600
45° 45°
900
30° 152 0° 15° 302
cd/kim n=85%
C0-C180 —C90 - C270
Luminaire classification according to CIE: 100 Due to missing symmetry properties, no UGR table
CIE flux code: 86 97 99 100 85 can be displayed for this luminaire.
F

AAA-LUX: SMART. FLEXIBLE. LED. Page 4



Hockey G7.0.0 500Ix 150820c

AAA-LUX

Eindhoven

The Netherlands
www.aaa-lux-lighting.com

AAA-LUX®

Operator

Telephone

Fax

e-Mail

22.06.2020

MVD

Hockey / Sport Luminaires (Coordinates List)

T5579m

T29.50

T-29.50

5579

-65.79 -16.00

List of the Sport Luminaires

Luminaire Index
AAA-LUX WS2007vRC 7.0.0 1
AAA-LUX WS2007vRC 7.0.0 1
AAA-LUX WS2007vRC 7.0.0 1
AAA-LUX WS2007vRC 7.0.0 2

AAA-LUX: SMART. FLEXIBLE. LED.

16.00

Position [m]
X Y
-50.000 -29.500
-50.000 -29.500
-50.000 -29.500
50.000 -29.500

15.200
15.200
15.200
15.200

55.79 m

Scale 1: 1000

Aiming Point [m] Angle [°] Alignment Pole
X Y z

-30.200
-27.900
-29.800

30.200

-14.000 0.000 312 (C0,G0) /
-7.800 0.000 261 (C0,G0) /
-6.300 0.000 263 (C0,G0) /

-14.000 0.000 312 (C0,G0) /

il
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List of the Sport Luminaires
Luminaire Index

AAA-LUX WS2007vRC 7.0.0 2
AAA-LUX WS2007vRC 7.0.0 2
AAA-LUX WS2007vRC 7.0.0 3
AAA-LUX WS2007vRC 7.0.0 3
AAA-LUX WS2007vRC 7.0.0 3
AAA-LUX WS2007vRC 7.0.0 4
AAA-LUX WS2007vRC 7.0.0 4
AAA-LUX WS2007vRC 7.0.0 4
AAA-LUX WS2907vRC 7.0.0 5
AAA-LUX WS2907vRC 7.0.0 6
AAA-LUX WS2907vRC 7.0.0 7
AAA-LUX WS2907vRC 7.0.0 8
AAA-LUX WS2007vRC 7.0.0 5
AAA-LUX WS2007vRC 7.0.0 6
AAA-LUX WS2007vRC 7.0.0 7
AAA-LUX WS2007vRC 7.0.0 8

AAA-LUX: SMART. FLEXIBLE. LED.

Position [m]

X Y
50.000 -29.500
50.000 -29.500
-50.000 29.500
-50.000 29.500
-50.000 29.500
50.000 29.500
50.000 29.500
50.000 29.500
-16.000 -29.500
16.000 -29.500
-16.000 29.500
16.000 29.500
-16.000 -29.500
16.000 -29.500
-16.000 29.500
16.000 29.500

Operator

Telephone

Fax

e-Mail

MVD

AAA-LUX®

22.06.2020

Hockey / Sport Luminaires (Coordinates List)

4
15.200

15.200
15.200
15.200
15.200
15.200
15.200
15.200
15.200
15.200
15.200
15.200
15.200
15.200
15.200
15.200

Aiming Point [m]

X
27.900

29.800
-30.200
-27.900
-29.800

30.200

27.900

29.800
-16.000

16.000
-16.000

16.000

2.800
-2.800
2.800
-2.800

Y
-7.800

-6.300
14.000
7.800
6.300
14.000
7.800
6.300
-7.500
-7.500
7.500
7.500
-9.400
-9.400
9.400
9.400

0.000
0.000
0.000
0.000
0.000
0.000
0.000
0.000
0.000
0.000
0.000
0.000
0.000
0.000
0.000
0.000

Angle [°]

26.1
26.3
31.2
26.1
26.3
31.2
26.1
26.3
34.6
34.6
34.6
34.6
28.9
28.9
28.9
28.9

Alignment

(C0,G0
(C0,G0O
(C0,G0O
(C0,GO
(C0,G0)
(C0,G0)
(C0,G0)
(C0,G0)
(C0,G0)
(C0,G0)
(C0,G0)
(C0,G0)
(C0,G0)
(C0,G0)
(C0,G0)
(C0,G0)

)
)
)
)

Pole
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Hockey / Calculation Grid according EN12193 / Value Chart (E, Horizontal)

1044852063054 0-440-510-400-530560-528.5042540-440520.642.54 7442509

— — [ 25.00 m
49 494 662 734 608 524 561 559 633 715 638 564 565 525 606 732 663 496 457

10 632 704 663 603 518 531 622 675 686 676 621 531 517 602 663 704 634 4713
$6 693 663 618 579 513 559 678 696 670 695 679 559 515 581 618 662 694 564
1 621 606 561 511 469 504 601 638 640 638 602 507 468 510 561 607 624 5

—

$3 581 580 536 482 442 474 559 613 624 613 559 474 442 482 536 580 581 4%$3
1 624 607 561 510 468 507 602 638 640 638 601 504 469 511 561 606 621 5

=y

$4 694 662 618 581 515 559 679 695 670 696 678 559 513 579 618 663 693 566
13 634 704 663 602 517 531 621 676 686 675 622 531 518 603 663 704 632 470

$7 496 663 732 606 525 565 564 638 715 633 559 561 524 608 734 662 494 449

~-25.00
-45.00 45.00 m

Values in Lux, Scale 1 : 750

Position of surface in external scene:
Marked point: (-45.000 m, -25.000 m,
0.000 m)

Grid: 19 x 11 Points

Eav [|X] Emin [IX] Emax [IX] uo Emin / Emax
574 440 734 0.77 0.60
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